
SID4 DWIR is the first off-the-shelf high resolution wavefront sensor for dual band 
infrared from 3 to 5 µm and 8 to 14 µm. It is well suited to characterize IR optics, 
blackbody sources, 3.39 µm or 10.6 µm laser beams and systems.

SID4 DWIR
DUAL BAND WAVEFRONT SENSOR
FOR THE 3-5    µm AND 8-14  µm BANDS

The phase control company

APPLICATIONS: Laser industry | Defense | Optical components & assemblies | Aerospace

SPECIFIC ATIONS

Wavelength range 3-5 µm and 8-14   µm

Aperture dimensions 10.08 x 8.16 mm²

Phase spatial resolution 68 µm

Phase & Intensity sampling 160 x 120

Resolution (Phase) 25 nm RMS

Accuracy (Absolute) 75 nm RMS

Frame rate 50 fps

Real-time processing frequency > 10 fps (full resolution)*

Interface Giga Ethernet

Dimensions 85 x 118 x 193 mm3

Weight ~ 1.6kg

* with SID4 software

Th
is

 d
oc

um
en

t 
is

 n
ot

 c
on

tr
ac

tu
al

-2
02

2-
07

株式会社 オプトサイエンス
www.optoscience.com

TEL

03-3356-1064
E-MAIL

info@optoscience.com

記載内容および画像の転載、複製、加工などは禁止です。また、記載内容は予告なく変更することがあります。 ご了承ください。 _2210

https://www.optoscience.com/

